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OVERALL DIMENSIONS SCREW OR SPRING CLAMP |
PRODUCT/CERTIFICATION LABEL 10mm SOCKET/SLOTTED SCREW (OPTIONAL) FS32, SPUR SURGE PROTECTOR 12 WAY CARRIER (SPRING CLAMP) or
(UP TO 12 PER "12 WAY CARRIER" CAN BE FITTED) 12 WAY CARRIER (SCREW TERMINAL)
E
- 72 6 PITCHES @ 46.0 = 276 _ ||
- 70 - 35 - - 46 - NOTES:-
1. EX e TYPE, 1.2mm THICK, STAINLESS STEEL 316L ENCLOSURE WITH SCREW FIXED COVER.
o o 2. EXTERNAL M10 EARTH STUD FITTED, WITH EARTH STRAP TO LID.
A 3. IP66 Ex e CERTIFIED NICKEL PLATED BRASS BREATHER PLUG FITTED. 14 FURTHER POSITIONS F
‘ DRILLED M20 CLEARANCE FOR TRUNK AND SPUR CONNECTION CABLE GLANDS IN BOTTOM FACE
3 OF ENCLOSURE. SYSTEM SUPPLIED WITH THESE POSITIONS FITTED WITH IP66 Ex e CERTIFIED
NICKEL PLATED BRASS STOP PLUGS.
TRUNK OUT SPUR 2 SPUR 4 SPUR 6 SPUR 8 SPUR 10 SPUR 12 4. PRODUCT LABEL FITTED ON OUTSIDE OF LID.
ﬁ @ 5. APPROPRIATE CABLE GLANDS TO BE FITTED WHERE REQUIRED. |
g I &D ) - ) 6. SEE INSTRUCTION MANUAL INM937x-FB2-Px-SS FOR INSTALLATION INSTRUCTIONS.
© ou?) TRUNK IN - 7. WITH REGARD TO THE DOCUMENT TITLE, THE "..9373-FB2-Px-SS" REFERENCE COVERS THE
"...9373-FB2-PC-SS, PLUGGABLE SPRING CLAMP" VARIANT AND THE "...9373-FB2-PS-SS PLUGGABLE
| Q : ' ‘ ‘ ‘ ‘ ‘ ‘ SCREW TERMINAL " VARIANT.
ﬁ 8. THIS DRAWING IS REPRESENTATIVE, BUT ACTUAL PRODUCT MAY DIFFER IN DETAIL. G
] @ : SPUR 1 SPUR 3 SPUR 5 SPUR 7 SPUR 9 SPUR 11 BREATHER
' V. I . 0
~ RECOMMENDED CABLE POSITIONS —
(SEE NOTE 3 AND 5).
M10 EARTH STUD
Date Modification i Eaton Electric Limited, This component / assembly to be in compliance with RoHS & REACH regulations. Sheet: 1 0f 1 H
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